Bloco Sistema Fora com Batente / Outside System with Jamb

%COMPINCAQ

Descricao Geral

General Description

Bloco de porta fornecido pronto a instalar (porta, aro,
guarnicoes e acessorios).

A solucao ideal para otimizacao de espacos ou para
separar facilmente salas, escritério, ateliers, permitindo
manter o conceito “open space” quando necessario.
Fornecido com ou sem sanefa, conforme a opcdo do
cliente.

Porta

Estrutura interior alveolar constituida por mdf,
aglomerado ou platex (29 mm) que melhoram a
resisténcia mecanica.

Estrutura perimetral em réguas de made ira macica de
modo a garantir a fixacdo das ferragens.

Faces em placas de fibra de madeira (MDF),
caracteristicas segundo a norma EN 13986.
Utilizacdo de orla em folha de madeira, finish foil,
HPL(Hight Pressure Laminate) ou CPL(Continuous
Pressure Laminates) igual a face.

Espessura: *35mm

Disponivel Em Diferentes Modelos.

* Qutras Espessuras Sob Consulta.

Aro
Espessura: 30mm
Matéria-Prima: Madeira Macica/ Contraplacado/ MDF

Guarnicoes

Guarnicoes Extensiveis *70x12/15mm

Matéria-Prima: Madeira Macica/ Contraplacado/ MDF
* Qutras Dimensdes Sob Consulta.

Revestimentos/ Acabamentos
Folha Madeira Natural/ Papel Melaminico/
Termolaminado HPL/ PP Finis Foil/ CPL/ Lacado/ Verniz

Opcodes De Madeira

Afizélia, Amapa, Bétula, Carvalho Natural E Composto,
Castanho,Cerejeira Americana, Cerejeira Brasileira, Ebano
Composto, Faia Vaporizada, Freixo, Izombé, Jatoba,
Maple, Mogno, Mutene, Pinho, Sucupira, Tola, Wengué
Natural E Composto.

* Qutras Madeiras Sob Consulta.

Acessoérios

Concha E/Ou Concha De Topo
Fechadura

Fecho Livre/Ocupado

Sistema Correr

Barras Estabilizadoras

Configuragdes
Uma Folha
Duas Folhas

Door Block Provided Assembled Or In Kits (Door, Rim,
Casing And Accessories).

The Ideal Solution To Optimize Space Or Easily Separate
Rooms, Offices, Allowing For The “Open Space” Concept
Of Whenever Necessary. Provided With Or Without Rail
Cover, As Per The Customer's Wishes.

Door

Interior Honeycomb Structure Made Of Mdf, Agglomerate
Or Platex (29 Mm) That Improve The Mechanical
Resistance.

Perimeter Structure In Solid Wood Strips To Ensure
Adequate Fixation Of The Hardware.

Sides In Wood Fiberboard (Mdf) Characteristics According
To The Norm En 13986.

Use Of Edge In Wood Veneer, Finish Foil, Hpl(Hight
Pressure Laminate) Or Cpl(Continuous Pressure
Laminates) Similar To The Sides.

Thickness: *35mm

Available In Different Models.

* Other Thicknesses On Request.

Frame
Thickness: 30mm
Raw Material: Solid Wood/ Plywood/ MDF

Architraves

Extensible Architraves *70x12mm/15mm
Raw Material: Solid Wood/ Plywood/ MDF
* Other Sizes On Request.

Coatings/ Finishes
Natural Wood Layer/ Melamine Paper/ HPL Laminate/
PP Finish Foil/ CPL/ Lacquered/ Varnished

Wood Types

Afzelia, Amapa, Birch, Oak, Chestnut, Black Cherry,
Brazilian Cherry, Ebony, Beech Wood, Ash, Izombé,
Courbaril, Maple, Mahogany, Mutene, Pine, Sucupira,
Tola, Wengé.

* Other Types Of Wood On Request.

Accessories
Recessed Handles
Lock

Free/Busy Lock
Sliding System
Stabilizer Bars

Settings
Single Leaf
Double Leaf
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Legenda/ Label

A - Dimensao Da Porta / Door Dimension

B - Dimensdo Da Passagem Livre / Free Passage Size

C - Dimensao Da Abertura Da Parede / Dimension Of The Wall Opening
D - Largura Do Aro / Rim Width
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2 Squareness

Acessorios Standard / Standard Accessories

Concha Oval Concha Retangular Concha Redonda
Oval Recessed Handle Rectangular Recessed Handle Round Re ed Handle

Configuragdes / Settings

1 Folha 2 Folhas

| Leaf 2 Leaves

mmmmmmmmmm

compincar.com



